皮带打印机更新说明
1	把UPDATE.BIN和LCD.BIN文件拷贝到SD卡中。
2	更新主板：在选择文件界面选择UPDATE.BIN文件即可开始升级，升级后机器会自动重启，请勿手动断电重启。
3	更新显示屏：
3.1	在关机状态下把X轴和Y轴复位，并保持触发限位开关状态。
3.2	按住显示屏旋钮打开机器电源，并且保持长按状态。
3.3	打开电源后当挤出头的两个风扇开始工作后即可松开显示屏旋钮，更新开始。
3.4	更新过程大概4分钟左右，更新完成显示屏自动重启后即可开始使用。
3.5	更新完成后请删除SD卡中的更新文件，避免之后开机触发更新程序。

SainSmart INFI-20 Belt 3D Printer Firmware Update Instructions:
Mainboard Firmware Update
1. Copy the “UPDATE.BIN” to the SD Card.
2. Select the “UPDATE.BIN” file in the “Print” interface to start firmware update. Your 3D Printer will automatically restart after a while. Do not turn off or unplug your 3D Printer while updating.

LCD Screen Firmware Update

1. Copy the “LCD.BIN” files to the SD card. (Select the “LCD.BIN” file in the “Print” interface is NOT NEEDED when updating the LCD Firmware.)
2. Turn off the printer and reset the X-axis and Y-axis. Move the X-axis and Y-axis to make sure the limit switches are triggered.
3. Press and hold the knob to turn on the printer.
4. Keep pressing the knob until the two extruder fans start to work and the LCD firmware will then start automatically. 
5. The update process takes about 4 minutes. After the update is completed, the screen will automatically restart. The screen is updated now.
6. After the update is complete, please delete the firmware in the SD card in case the update will start automatically when you turn on the printer.
