QT SERIES OLDER INTERFACE
HOW TO SETUP INTERNET REMOTE ACCESS VIA DMZ
1. Go to Main Menu and go to Setup
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2. Go to Network 
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3. Enable Obtain IP automatically – then click Apply. Make note on IP address
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4. Login to your Router from a computer.
5. Find DMZ setting in the Router.
You can call your Router support or your ISP
Or you can Google: Where is DMZ setting in Netgear Router (example)
6. Enable DMZ for the IP address of the DVR ( from step 3 above). 

This an example of enabling DMZ in Frontier Router. 
7. [bookmark: _GoBack][image: ]

8. From a computer on the same network as the DVR, go to www.canyouseeme.org
Your IP is your Internet IP address.
Port to check:  85 (HTTP port as listed above) – Check port – Success
Then check one more port: 6036 (Server port) 

[image: ]
9. If both ports are success, then you can use the IP address listed in canyouseeme to remote access your system from Phone or Computer.
10. Example how to set the QTVIEW App on your phone:
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image5.png
Success: | can see your service on XX.XX.XX.XX on port
85 )
Your ISP is not blocking port 8261

Your IP XX.XX.XX.XX

Portto Check: | 85

heck Port




image6.png
Add Device
This is the IP listed

Make sure put :85

your DVR password





image1.png
PYew Ty T
MAIN MENU <
. ¥ & = i
Setup Search Backup Information
Y % = [ # ] [ 13
Manual Alarm  Disk Management Upgrade [

Shut Down Q s e e





image2.png
%

|_sETURT

Schedule
\w

Live

® [

S I & m

PT.Z

Users

-




image3.png
NETWORK ——

v

[NEWETRY Sub-stream (Email [Berver [Other Betings |

[HTTP Pore

Server Port

|obtain an 1P address automatically

1P Address 192.168.001.
Bubnet Mask [266. 266. 266. 000]
Gateway [192. 168. 001. 001]

192. 168. 000. 001





image4.png
Fréhtier

COMMUNICATIONS

Mai Wireless

Firewall
Summary

Level

Packet Filtering
Port Forwarding

Port Triggering

DMZ

Static NAT
UPnP
Access Control

Blocking

Network Firewall Advanced Status

Firewall - DMZ

WARNING: Having DHCP Reservation enabled can cause problems with

DMzZ:

@Enable [ODisable

Type:

Default Server Internal
Address:

Manual Entry:

Apply

Default Server ~

Choose from List

|19215825456

Use Manual Entry

this

gthe p

address of DVR




